MILKOSCOPE JULIE C2

FEATURES:
- RELIABLE NEWLY DEVELOPED MEASURING MODULE
- COMPLETE WITH HEAVY DUTY CASE
- POWERED BY 110 OR 12 VOLT POWER SOURCE
- LARGE EASY TO READ DISPLAY
- CONNECTIVITY TO PC & PRINTER
- EASY MAINTENANCE, FRONT CLEANING, SO UNIT DOES NOT NEED TO BE TURNED AROUND
- COMPUTER INTERFACE FOR EASY MONITORING ANALYSIS
- SIGNAL WARNING WHEN FLUSHING IS REQUIRED
- PRINTERS AVAILABLE

MEASURED COMPONENTS | MEASURING RANGES | ACCURACY
--- | --- | ---
FAT | FROM 0.01 TO 25.00% | PLUS/MINUS 0.04%
SOLIDS-NON-FAT (SNF) | FROM 0.01 TO 15.00% | PLUS/MINUS 0.10%
DENSITY | FROM 15.0 TO 40.0 DENSITY | PLUS/MINUS 0.5 DENSITY
PROTEIN | FROM 2.00 TO 7.00% | PLUS/MINUS 0.1%
LACTOSE | FROM 8.00 TO 6.00% | PLUS/MINUS 0.1%
ADDED WATER | FROM 1.00 TO 70.00% | PLUS/MINUS 0.5%
TEMPERATURE OF THE SAMPLE | FROM 5 TO 40 DEGREES C. | PLUS/MINUS 1 DEGREE C.

EASY ANALYSIS OF ANY KIND OF MILK
ELECTRICAL CONSUMPTION
- MAIN POWER SUPPLY 110/220V ZC 50/60 Hz 200mA
- FUSE 2A
- EXTERNAL POWER SUPPLY 1 12V DC 3.6A
- POWER CONSUMPTION 40W

DIMENSIONS
- W X H X D 130 X 232 X 280 mm
- (5 1/8" X 9 1/8" X 11"

WEIGHT
- 3.1 kg (6.8 lbs)

CALL IME AT 608-764-5481 FOR CURRENT PRICING